s HY-G SPEC SHEET

CONCENTRATORS

Hy-G P5T Test Plant
Gold Concentrator

2 in 1 Wash Plant and Concentrator for Testing
and Gold Rooms

Two-in-one vibrating wash screen + high-G fluidized bowl test
plant for field testing and gold-room clean-up.

+95% Expected recovery: +95% of gold between 3 mm and 44 micron (approx. 1/8" to 325 mesh)

in most applications, by gravity and fluidization.

SPECIFICATIONS
Series Placer (P) Series
Bowl Size 127 mm (5 inch)
Max Capacity 500 Ibs/hr
Efficient Max Capacity Approx. 250 Ibs/hr
Feed | Max Screen Size Max Screen Size: 5 mm (3/16 inch)
Recovery +95% of gold between 3 mm and 44 micron (approx. 1/8" to 325 mesh)
G-Force 120 +/-
Motor(s) /| Power Two (0.10 HP + 0.25 HP) - Single Phase 0.10 HP and 0.25 HP
Water Required 30 -45 GPM @ 35 PSI
Concentrate Volume Approx. 125 ml (1/2 Cup)
Price Request Pricing

No mercury or chemicals are used in the Hy-G P5T Test Plant Gold Concentrator. Recovery is by gravity and
fluidization only.

Max Capacity: 500 Ibs/hr Bowl: 127 mm (5 inch) Feed: Max Screen Size: 5 mm (3/16 inch)

Motor: Two (0.10 HP + 0.25 HP) - Single Phase 0.10 HP and 0.25 HP Recovery: +95%
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